
 

 

 

ADDIM/30/MC
30W Multi-current Dimmable Driver

Features
Multi-current dimmable LED drivers

Integral dip-switch allows selection of the output required

Dimming options: 1-10V, Push Dim and DALI2

Thermal, short circuit and overload protection
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General Information

IP Rating IP20

Class Protection 2

Internal / External Internal

CE Mark Yes

Length (mm) 103

Width (mm) 67

Height (mm) 22

Technical Information

Wattage 30W



 

 

 

ADDIM/50/MC
50W Multi-current Dimmable Driver

Features
Multi-current dimmable LED drivers

Integral dip-switch allows selection of the output required

Dimming options: 1-10V, Push Dim and DALI2

Thermal, short circuit and overload protection
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General Information

IP Rating IP20

Class Protection 2

Internal / External Internal

CE Mark Yes

Length (mm) 123

Width (mm) 79

Height (mm) 24

Technical Information

Wattage 50W
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ADDIM/60/MC
60W Multi-current Dimmable Driver

Features
Multi-current dimmable LED drivers

Integral dip-switch allows selection of the output required

Dimming options: 1-10V, Push Dim and DALI2

Thermal, short circuit and overload protection

General Information

IP Rating IP20

Class Protection 2

Internal / External Internal

CE Mark Yes

Length (mm) 202

Width (mm) 58

Height (mm) 30

Technical Information

Wattage 60W


